
UT RT Corrosion Report

Do NOT use the data contained within this report for business decisions without consulting a FER

representative
Refinery Name Richmond

Report Date May 21 2013

Parameters Equipment Location Id F1360 LocStatus Datapoint Status Active Meas Method Both Meas Status Active

Functional Location F1360 Location Status ACTIVE

Equipment Type 291 Functional Location Description HOT OIL FURNACE FROM P1360 TO PLANTS 13 16 19

Unit ID 0416 Location Type Descript Box Furnace

Unit Descript LT NEUT HFINISH PLT 13

Max CCR Active DP 2.67 at Datapoint ID A22 U

Min Rem Life Years Active DP 52.55 at Datapoint ID A22 U

Last Inspect Date Active DP 0201 2007 at Datapoint ID B32 S Multiple DPs with Last Inspection Date

Next Inspect Date Active DP 0130 2017 at Datapoint ID B04 U Multiple DPs with Next Inspection Date

Retirement Date Active DP 0806 2059 at Datapoint ID A22 U

TML Group ID A16248 001
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A01M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A01N UT Active 5.000 PIPE 013017
0.240

10 3195

0.250

0131 07

0.140 0.00 0.00

A01 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A01U UT Active 5.000 PIPE 013017 0.260

10 3195

0.270

0131 07

0.140 0.00 0.00

A02M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00
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A02N UT Active 5.000 PIPE 013017 0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A02 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A02U UT Active 5.000 PIPE 013017 0.250

10 3195

0.270

0131 07

0.140 0.00 0.00

A03M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A03N UT Active 5.000 PIPE 013017 0.260

10 3195

0.260

0131 07

0.140 0.00 0.00

A03 S UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A03U UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A04M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A04N UT Active 5.000 PIPE 013017
0.250

10 3195

0.240

0131 07

0.140 0.89 0.89 112.56 07 282119

A04 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A04U UT Active 5.000 PIPE 013017 0.310

10 3195

0.300

0131 07

0.140 0.89 0.89 180.10 01 232187

A05M UT Active 5.000 PIPE 013017
0.240

10 3195

0.240

0131 07

0.140 0.00 0.00

A05N UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A05 S UT Active 5.000 PIPE 013017
0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A05U UT Active 5.000 PIPE 013017
0.260

10 3195

0.260

0131 07

0.140 0.00 0.00
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A06M UT Active 5.000 PIPE 013017 0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A06N UT Active 5.000 PIPE 013017 0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A06 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A06U UT Active 5.000 PIPE 013017 0.260

10 3195

0.270

0131 07

0.140 0.00 0.00

A07M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A07N UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A07 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A07U UT Active 5.000 PIPE 013017 0.250

10 3195

0.270

0131 07

0.140 0.00 0.00

A08M UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A08N UT Active 5.000 PIPE 013017 0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A08 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A08U UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A09M UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A09N UT Active 5.000 PIPE 013017
0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A09 S UT Active 5.000 PIPE 013017
0.240

10 3195

0.250

0131 07

0.140 0.00 0.00
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A09U UT Active 5.000 PIPE 013017 0.280

10 3195

0.280

0131 07

0.140 0.00 0.00

A10M UT Active 5.000 PIPE 013017 0.240

10 3195

0.260

0131 07

0.140 0.00 0.00

A10N UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A10 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A10U UT Active 5.000 PIPE 013017 0.290

10 3195

0.300

0131 07

0.140 0.00 0.00

A11M UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A11N UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A11 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A11U UT Active 5.000 PIPE 013017
0.280

10 3195

0.270

0131 07

0.140 0.89 0.89 146.33 04 262153

A12M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A12N UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A12 S UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A12U UT Active 5.000 PIPE 013017 0.280

10 3195

0.270

0131 07

0.140 0.89 0.89 146.33 04 262153

A13M UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A13N UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00
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A13 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A13U UT Active 5.000 PIPE 013017 0.290

10 3195

0.290

0131 07

0.140 0.00 0.00

A14M UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A14N UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A14 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A14U UT Active 5.000 PIPE 013017
0.290

10 3195

0.300

0131 07

0.140 0.00 0.00

A15M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A15N UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A15 S UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A15U UT Active 5.000 PIPE 013017 0.300

10 3195

0.280

0131 07

0.140 1.78 1.78 78.84 11 132085

A16M UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A16N UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A16 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A16U UT Active 5.000 PIPE 013017
0.270

10 3195

0.280

0131 07

0.140 0.00 0.00

A17M UT Active 5.000 PIPE 013017
0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130
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A17N UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A17 S UT Active 5.000 PIPE 013017 0.260

10 3195

0.260

0131 07

0.140 0.00 0.00

A17U UT Active 5.000 PIPE 013017 0.280

10 3195

0.270

0131 07

0.140 0.89 0.89 146.33 04 262153

A18M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A18N UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A18 S UT Active 5.000 PIPE 013017
0.240

10 3195

0.250

0131 07

0.140 0.00 0.00

A18U UT Active 5.000 PIPE 013017 0.280

10 3195

0.280

0131 07

0.140 0.00 0.00

A19M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A19N UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A19 S UT Active 5.000 PIPE 013017 0.240

10 3195

0.250

0131 07

0.140 0.00 0.00

A19U UT Active 5.000 PIPE 013017 0.280

10 3195

0.290

0131 07

0.140 0.00 0.00

A20M UT Active 5.000 PIPE 013017
0.260

10 3195

0.250

0131 07

0.140 0.89 0.89 123.82 10 272130

A20N UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A20 S UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A20U UT Active 5.000 PIPE 013017
0.280

10 3195

0.290

0131 07

0.140 0.00 0.00
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A21M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A21N UT Active 5.000 PIPE 013017 0.260

10 3195

0.260

0131 07

0.140 0.00 0.00

A21 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A21U UT Active 5.000 PIPE 013017 0.280

10 3195

0.290

0131 07

0.140 0.00 0.00

A22M UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A22N UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A22 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

A22U UT Active 5.000 PIPE 013017 0.310

10 3195

0.280

0131 07

0.140 2.67 2.67 52.55 08 062059

A23M UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

A23N UT Active 5.000 PIPE 013017 0.260

10 3195

0.260

0131 07

0.140 0.00 0.00

A23 S UT Active 5.000 PIPE 013017 0.230

10 3195

0.250

0131 07

0.140 0.00 0.00

A23U UT Active 5.000 PIPE 013017
0.290

08 0585

0.290

080585

Active

0.270

10 31 95

0.270

0131 07

0.140 0.93 0.00 0.93 139.73 09 202146

A24M UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.240

0131 07

0.140 0.00 0.89 0.89 112.56 07 282119

A24N UT Active 5.000 PIPE 013017
0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.240

0131 07

0.140 0.00 0.00 0.00
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A24 S UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A24U UT Active 5.000 PIPE 013017 0.280

08 0585

0.280

080585

Active

0.300

10 31 95

0.290

0131 07

0.140 0.00 0.89 0.89 168.84 10 252175

A25M UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A25N UT Active 5.000 PIPE 013017
0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A25 S UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A25U UT Active 5.000 PIPE 013017
0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A26M UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A26N UT Active 5.000 PIPE 013017
0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A26 S UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A26U UT Active 5.000 PIPE 013017 0.280

08 0585

0.280

080585

Active

0.270

10 31 95

0.270

0131 07

0.140 0.46 0.00 0.46 279.76 08 282286

A27M UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00
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A27N UT Active 5.000 PIPE 013017 0.230

08 0585

0.230

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A27 S UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A27U UT Active 5.000 PIPE 013017 0.260

08 0585

0.260

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A28M UT Active 5.000 PIPE 013017
0.230

08 0585

0.230

080585

Active

0.240

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A28N UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A28 S UT Active 5.000 PIPE 013017
0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A28U UT Active 5.000 PIPE 013017 0.270

08 0585

0.270

080585

Active

0.270

10 31 95

0.280

0131 07

0.140 0.00 0.00 0.00

A29M UT Active 5.000 PIPE 013017
0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A29N UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A29 S UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A29U UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.280

0131 07

0.140 0.00 0.00 0.00
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A30M UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A30N UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A30 S UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A30U UT Active 5.000 PIPE 013017
0.280

08 0585

0.280

080585

Active

0.310

10 31 95

0.290

0131 07

0.140 0.00 1.78 1.78 84.47 06 302091

A31M UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A31N UT Active 5.000 PIPE 013017
0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0131 07

0.140 0.00 0.00 0.00

A31 S UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A31U UT Active 5.000 PIPE 013017
0.260

08 0585

0.260

080585

Active

0.280

10 31 95

0.280

0131 07

0.140 0.00 0.00 0.00

A32M UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A32N UT Active 5.000 PIPE 013017 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00

A32 S UT Active 5.000 PIPE 013017 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.250

0131 07

0.140 0.00 0.00 0.00
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B01M UT Active 5.000 PIPE 013017 0.240

10 3195

0.250

0131 07

0.140 0.00 0.00

B01N UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B01 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.240

0131 07

0.140 0.89 0.89 112.56 07 282119

B01U UT Active 5.000 PIPE 013017 0.290

01 3107

0.140 2.00 75.05 01 302082

B02M UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B02N UT Active 5.000 PIPE 013017
0.240

10 3195

0.240

0131 07

0.140 0.00 0.00

B02 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B02U UT Active 5.000 PIPE 013017 0.270

10 3195

0.280

0131 07

0.140 0.00 0.00

B03M UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

B03N UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B03 S UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B03U UT Active 5.000 PIPE 013017
0.270

10 3195

0.290

0131 07

0.140 0.00 0.00

B04M UT Active 5.000 PIPE 013017 0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B04N UT Active 5.000 PIPE 013017
0.250

10 3195

0.250

0131 07

0.140 0.00 0.00

B04 S UT Active 5.000 PIPE 013017
0.250

10 3195

0.260

0131 07

0.140 0.00 0.00

11 of 20



Datapoint

ID
Meas

Method
Datapoint

Status

Datapoint

Size

Datapoint

Type

Next

Inspection
Date

Base

Value
Date

Meas
5

Value

Date

Status

Meas
4

Value

Date

Status

Meas 3
Value

Date

Status

Near

Value
Date

Last

Value
Date

Minimum
Value

LT CR ST CR
Current

Corrosion
Rate

Rem
Life

Years

Retire

Date

B04U UT Active 5.000 PIPE 013017 0.300

10 3195

0.290

0131 07

0.140 0.89 0.89 168.84 10 252175

B05M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B05N UT Active 5.000 PIPE 013117 0.240

10 3195

0.250

0201 07

0.140 0.00 0.00

B05 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B05U UT Active 5.000 PIPE 013117 0.270

10 3195

0.290

0201 07

0.140 0.00 0.00

B06M UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B06N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B06 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B06U UT Active 5.000 PIPE 013117
0.300

10 3195

0.290

0201 07

0.140 0.89 0.89 169.03 01 032176

B07M UT Active 5.000 PIPE 013117 0.240

10 3195

0.250

0201 07

0.140 0.00 0.00

B07N UT Active 5.000 PIPE 013117 0.240

10 3195

0.260

0201 07

0.140 0.00 0.00

B07 S UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B07U UT Active 5.000 PIPE 013117 0.280

10 3195

0.280

0201 07

0.140 0.00 0.00

B08M UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B08N UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00
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B08 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.240

0201 07

0.140 0.89 0.89 112.69 09 132119

B08U UT Active 5.000 PIPE 013117 0.290

10 3195

0.280

0201 07

0.140 0.89 0.89 157.77 09 292164

B09M UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B09N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B09 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B09U UT Active 5.000 PIPE 013117
0.290

10 3195

0.280

0201 07

0.140 0.89 0.89 157.77 09 292164

B10M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B10N UT Active 5.000 PIPE 013117 0.250

10 3195

0.240

0201 07

0.140 0.89 0.89 112.69 09 132119

B10 S UT Active 5.000 PIPE 013117
0.250

10 3195

0.240

0201 07

0.140 0.89 0.89 112.69 09 132119

B10U UT Active 5.000 PIPE 013117 0.270

10 3195

0.270

0201 07

0.140 0.00 0.00

B11M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B11N UT Active 5.000 PIPE 013117
0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B11 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B11U UT Active 5.000 PIPE 013117
0.280

10 3195

0.290

0201 07

0.140 0.00 0.00

B12M UT Active 5.000 PIPE 013117
0.240

10 3195

0.250

0201 07

0.140 0.00 0.00
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B12N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B12 S UT Active 5.000 PIPE 013117 0.240

10 3195

0.240

0201 07

0.140 0.00 0.00

B12U UT Active 5.000 PIPE 013117 0.280

10 3195

0.290

0201 07

0.140 0.00 0.00

B13M UT Active 5.000 PIPE 013117 0.250

10 3195

0.255

0201 07

0.140 0.00 0.00

B13N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B13 S UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B13U UT Active 5.000 PIPE 013117 0.300

10 3195

0.300

0201 07

0.140 0.00 0.00

B14M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B14N UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B14 S UT Active 5.000 PIPE 013117 0.230

10 3195

0.230

0201 07

0.140 0.00 0.00

B14U UT Active 5.000 PIPE 013117 0.280

10 3195

0.290

0201 07

0.140 0.00 0.00

B15M UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B15N UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B15 S UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B15U UT Active 5.000 PIPE 013117
0.300

10 3195

0.290

0201 07

0.140 0.89 0.89 169.03 01 032176
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B16M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B16N UT Active 5.000 PIPE 013117 0.250

10 3195

0.240

0201 07

0.140 0.89 0.89 112.69 09 132119

B16 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B16U UT Active 5.000 PIPE 013117 0.280

10 3195

0.280

0201 07

0.140 0.00 0.00

B17M UT Active 5.000 PIPE 013117 0.260

10 3195

0.250

0201 07

0.140 0.89 0.89 123.96 12 172130

B17N UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B17 S UT Active 5.000 PIPE 013117 0.260

10 3195

0.250

0201 07

0.140 0.89 0.89 123.96 12 172130

B17U UT Active 5.000 PIPE 013117 0.260

10 3195

0.270

0201 07

0.140 0.00 0.00

B18M UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B18N UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B18 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.240

0201 07

0.140 0.89 0.89 112.69 09 132119

B18U UT Active 5.000 PIPE 013117
0.270

10 3195

0.290

0201 07

0.140 0.00 0.00

B19M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B19N UT Active 5.000 PIPE 013117
0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B19 S UT Active 5.000 PIPE 013117
0.250

10 3195

0.260

0201 07

0.140 0.00 0.00
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B19U UT Active 5.000 PIPE 013117 0.270

10 3195

0.270

0201 07

0.140 0.00 0.00

B20M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B20N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B20 S UT Active 5.000 PIPE 013117 0.230

10 3195

0.240

0201 07

0.140 0.00 0.00

B20U UT Active 5.000 PIPE 013117 0.290

10 3195

0.300

0201 07

0.140 0.00 0.00

B21M UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B21N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B21 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B21U UT Active 5.000 PIPE 013117
0.270

10 3195

0.290

0201 07

0.140 0.00 0.00

B22M UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B22N UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B22 S UT Active 5.000 PIPE 013117
0.240

10 3195

0.250

0201 07

0.140 0.00 0.00

B22U UT Active 5.000 PIPE 013117 0.280

10 3195

0.270

0201 07

0.140 0.89 0.89 146.50 06 262153

B23M UT Active 5.000 PIPE 013117
0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B23N UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00
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B23 S UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00

B23U UT Active 5.000 PIPE 013117 0.290

08 0585

0.290

080585

Active

0.280

10 31 95

0.290

0201 07

0.140 0.00 0.00 0.00

B24M UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B24N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B24 S UT Active 5.000 PIPE 013117
0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B24U UT Active 5.000 PIPE 013117 0.270

08 0585

0.270

080585

Active

0.280

10 31 95

0.270

0201 07

0.140 0.00 0.89 0.89 146.50 06 262153

B25M UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.240

0201 07

0.140 0.00 0.89 0.89 112.69 09 132119

B25N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B25 S UT Active 5.000 PIPE 013117 0.230

08 0585

0.230

080585

Active

0.240

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B25U UT Active 5.000 PIPE 013117 0.280

08 0585

0.280

080585

Active

0.300

10 31 95

0.290

0201 07

0.140 0.00 0.89 0.89 169.03 01 032176

B26M UT Active 5.000 PIPE 013117
0.230

08 0585

0.230

080585

Active

0.240

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B26N UT Active 5.000 PIPE 013117 0.260

10 3195

0.250

0201 07

0.140 0.89 0.89 123.96 12 172130
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B26 S UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B26U UT Active 5.000 PIPE 013117 0.260

08 0585

0.260

080585

Active

0.280

10 31 95

0.270

0201 07

0.140 0.00 0.89 0.89 146.50 06 262153

B27M UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B27N UT Active 5.000 PIPE 013117
0.260

10 3195

0.260

0201 07

0.140 0.00 0.00

B27 S UT Active 5.000 PIPE 013117
0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B27U UT Active 5.000 PIPE 013117 0.280

08 0585

0.280

080585

Active

0.280

10 31 95

0.270

0201 07

0.140 0.46 0.89 0.89 146.50 06 262153

B28M UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B28N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B28 S UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B28U UT Active 5.000 PIPE 013117 0.260

08 0585

0.260

080585

Active

0.290

10 31 95

0.280

0201 07

0.140 0.00 0.89 0.89 157.77 09 292164

B29M UT Active 5.000 PIPE 013117 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B29N UT Active 5.000 PIPE 013117 0.250

10 3195

0.260

0201 07

0.140 0.00 0.00
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B29 S UT Active 5.000 PIPE 013117 0.250

08 0585

0.250

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B29U UT Active 5.000 PIPE 013117 0.270

08 0585

0.270

080585

Active

0.280

10 31 95

0.280

0201 07

0.140 0.00 0.00 0.00

B30M UT Active 5.000 PIPE 013117 0.230

08 0585

0.230

080585

Active

0.240

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B30N UT Active 5.000 PIPE 013117
0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B30 S UT Active 5.000 PIPE 013117
0.230

08 0585

0.230

080585

Active

0.250

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B30U UT Active 5.000 PIPE 013117 0.280

08 0585

0.280

080585

Active

0.290

10 31 95

0.300

0201 07

0.140 0.00 0.00 0.00

B31M UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.250

10 31 95

0.260

0201 07

0.140 0.00 0.00 0.00

B31N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

B31 S UT Active 5.000 PIPE 013117 0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B31U UT Active 5.000 PIPE 013117 0.280

08 0585

0.300

0201 07

0.140 0.00 0.00

B32M UT Active 5.000 PIPE 013117
0.240

08 0585

0.240

080585

Active

0.240

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00

B32N UT Active 5.000 PIPE 013117 0.250

10 3195

0.250

0201 07

0.140 0.00 0.00

19 of 20



Datapoint

ID
Meas

Method
Datapoint

Status

Datapoint

Size

Datapoint

Type

Next

Inspection
Date

Base

Value
Date

Meas
5

Value

Date

Status

Meas
4

Value

Date

Status

Meas 3
Value

Date

Status

Near

Value
Date

Last

Value
Date

Minimum
Value

LT CR ST CR
Current

Corrosion
Rate

Rem
Life

Years

Retire

Date

B32 S UT Active 5.000 PIPE 013117 0.230

08 0585

0.230

080585

Active

0.240

10 31 95

0.250

0201 07

0.140 0.00 0.00 0.00
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